
LED Outdoor Lights

Darcy Arms designed by t d l d



LED Recessed Inground, Outdoor Lights
• Stainless steel
• Fixed and adjustable
• Tempered glass lens withstands impact 
• IP67 Rating 
• 24VDC
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LED Mini Recessed lights

SPECIFICATIONS
CODE WATTS DIMENSIONS (mm) BEAM ANGLE INPUT VOLTAGE LUMENS HOLE SIZE COLOUR TEMP. IP Rating
LMRF01W 0.1W Ø30 x 18 30�, 70� 350mA <1 Ø20 2700, 3000, 4000K IP67

LMRF01W 0.1W Ø20 x 18 30�, 70� 350mA <1 Ø16 2700, 3000, 4000K IP67

LMRSM1W 1W Ø30 x 18 30�, 70� 350mA 100 Ø20 2700, 3000, 4000K IP67

LMRF1W 1W Ø20 x 18 30�, 70� 350mA 100 Ø16 2700, 3000, 4000K IP67

LMSM5W 5W Ø54 x 33 22�, 38�, 45� 350mA 355 Ø45 2700, 3000, 4000K IP67

Natural anodised

Black anodised

Copper

Stainless steel

Housing colours

LMRF1W
Mini friction mount

LMRSM1W 
Mini spring mount

A discrete marker light for driveways, pathways, retaining walls or borders of patios and decks. Improves safety and security, and their 
soft red, green, blue or white glow enhance landscape environments.

Mini Spike
for in-ground 
mounting of 
LMRF1W
(20 x 200mm)

LMRSM5W 
Spring mount 

(Downlight only)

Natural anodised

Black anodised

White

Stainless steel

Housing colours

LMRF01W
Marker friction mount

Natural anodised

Black anodised

Stainless steel

LMRSM01W
Marker spring mount

Natural anodised

Black anodised

Copper

Stainless steel

Housing colours Housing colours

149

HS-LEDAP0501AL3

1.05.005.0201
         (1m)

1.05.005.0202
         (2m)

1.05.005.0203
         (3m)

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)

1.02.04.0018
   (with hole)
1.02.04.0019
   (w/o hole)

PMMA one time extrusion profile
1m,2m,3m length, 
Customized length is available 
on request.

6PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

堵头：有孔/无孔

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

防水 LED 灯槽

线光源设计，出光均匀柔和, 看不到点光源,

底部出线

防水等级：IP67

抗UV 

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过10W/米

可承重16.4kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed

Cable output: from the bottom or end

IP rating:  IP67 

Maximum 10W/m

UV resistance

Maximum stand weight: 16.4kN
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堵头

Data数据

AP0501AL3-300

AP0501AL3-600

AP0501AL3-1000

AP0501AL3-1500

300

600

1000

1500

11.8

23.6

39.4

59.0

型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm)

Input Voltage

输 入 电 压( V )

24

24

24

24 15

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

1.01.04.05.0001

cable from  bottom

底部出线

AP0501AL3-500

AP0501AL3-1200 241200 47.2

500 2419.6

12

10

6

5

3

Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

IP67 LED Profile

97  98  

IP67 Recessed LED Linear Light

LED Adjustable In Ground lights

LIGAD6W LIGAD12W

Ø100

100

Ø116 Ø134

Ø120

105

76
73

SPECIFICATIONS

CODE WATTS DIMENSIONS (mm) BEAM ANGLE LUMENS MATERIAL CUT OUT COLOUR TEMP. IP Rating
LIGAD6W 6W Ø116 x 73 25�, 36� 475 - 500 Aluminium, S/steel Ø100 2700-6000K IP67

LIGAD12W 12W Ø134 x 76 24�, 38�, 60� 950 - 1000 Aluminium, S/steel Ø120 2700-6000K IP67

LED In Ground Rigid lights

LIGRA10W 

HS-LEDAP0502AL3 IP67 LED Profile

防水 LED 灯带

线光源设计，出光均匀柔和, 看不到点光源

防水等级：IP67

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过15W/米

可承重24.2kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed or surface mounting

Cable output: from  the bottom or end

IP rating:  IP67

Maximum 15W/m

UV resistant

Maximum stand weight: 24.2kN
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3
4

.2

24.9

1.02.04.0026
   (with hole)
1.02.04.0027
   (w/o hole)

堵头：有孔/无孔

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)
 

Data数据

AP0502AL3-300

AP0502AL3-600

AP0502AL3-1000

AP0502AL3-1500

300

600

1000

1500

11.8

23.6

39.4

59.0

型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm) 输 入 电 压( V )

Input Voltage

24

24

24

24

15

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

cable from  bottom

底部出线

AP0502AL3-1200

AP0502AL3-500 500 2419.6

241200 47.2

4.5

7.5

9

18

22.5

Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

107   108   

HS-LEDAP0502AL3 IP67 LED Profile

防水 LED 灯带

线光源设计，出光均匀柔和, 看不到点光源

防水等级：IP67

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过15W/米

可承重24.2kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed or surface mounting

Cable output: from  the bottom or end

IP rating:  IP67

Maximum 15W/m

UV resistant

Maximum stand weight: 24.2kN
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3
4

.2

24.9

1.02.04.0026
   (with hole)
1.02.04.0027
   (w/o hole)

堵头：有孔/无孔

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)
 

Data数据

AP0502AL3-300

AP0502AL3-600

AP0502AL3-1000

AP0502AL3-1500

300

600

1000

1500

11.8

23.6

39.4

59.0

型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm) 输 入 电 压( V )

Input Voltage

24

24

24

24

15

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

cable from  bottom

底部出线

AP0502AL3-1200

AP0502AL3-500 500 2419.6

241200 47.2

4.5

7.5

9

18
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Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

107   108   

Data数据

AP0502AL2-300

AP0502AL2-600

AP0502AL2-1000

AP0502AL2-1500

300

600

1000

1500

11.8

23.6

39.4
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型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm)

HS-LEDAP0502AL2 IP67 LED Profile

1.05.015.0051
         (1m)

 
1.05.015.0052
         (2m)

 
1.05.015.0053
         (3m)

 

1.02.04.0026
   (with hole)
1.02.04.0027
   (w/o hole)

堵头：有孔/无孔

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

防水 LED 灯带

线光源设计，出光均匀柔和, 看不到点光源

防水等级：IP67

抗UV 

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过15W/米

可承重24.2kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed or surface mounting

Cable output: from  the bottom or end

IP rating:  IP67 

Maximum 15W/m

UV resistant

Maximum stand weight: 24.2kN
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PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

24.9

4
4

40.9

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)
 

堵头

24

24

24

24

Input Voltage

输 入 电 压( V )

4.5

9

15

22.5

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

cable from  bottom

底部出线

1.01.04.05.0013

AP0502AL2-1200

AP0502AL2-500 500 2419.6

241200 47.2

7.5

18

Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

105   106   

HS-LEDAP0501AL4 IP67 LED Profile

防水 LED 灯槽

线光源设计，出光均匀柔和, 看不到点光源

底部出线

防水等级：IP67

抗UV 

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过10W/米

可承重16.4kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed

Cable output: from the bottom or end

IP rating:  IP67 

Maximum 10W/m

UV resistance

Maximum stand weight: 16.4kN

Picture 
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DescrIPtion 

规 格 明 细
Part No. 
编   码
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20.4

29.8

PMMA one time extrusion profile
1m,2m,3m length, 
Customized length is available 
on request.

6PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

1.02.04.0018
   (with hole)
1.02.04.0019
   (w/o hole)

堵头：有孔/无孔

1.05.005.0280
         (1m)
1.05.005.0281
         (2m)
1.05.005.0282
         (3m)

Data数据

AP0501AL4-300

AP0501AL4-600

AP0501AL4-1000

AP0501AL4-1200

300

600

1000

11.8

23.6

39.4

型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm)

Input Voltage

输 入 电 压( V )

24

24

24

3

6

10

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

cable from  bottom

底部出线

AP0501AL4-500

241200 47.2

500 2419.6 5

12

Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

99  100  

HS-LEDAP0501AL4 IP67 LED Profile

防水 LED 灯槽

线光源设计，出光均匀柔和, 看不到点光源

底部出线

防水等级：IP67

抗UV 

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过10W/米

可承重16.4kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed

Cable output: from the bottom or end

IP rating:  IP67 

Maximum 10W/m

UV resistance

Maximum stand weight: 16.4kN

Picture 
图    片

DescrIPtion 
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20.4

29.8

PMMA one time extrusion profile
1m,2m,3m length, 
Customized length is available 
on request.

6PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

1.02.04.0018
   (with hole)
1.02.04.0019
   (w/o hole)

堵头：有孔/无孔

1.05.005.0280
         (1m)
1.05.005.0281
         (2m)
1.05.005.0282
         (3m)

Data数据

AP0501AL4-300

AP0501AL4-600

AP0501AL4-1000

AP0501AL4-1200

300

600

1000

11.8

23.6

39.4

型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm)

Input Voltage

输 入 电 压( V )

24

24

24

3

6

10

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

cable from  bottom

底部出线

AP0501AL4-500

241200 47.2

500 2419.6 5

12

Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

99  100  

HS-LEDAP0501AL3

1.05.005.0201
         (1m)

1.05.005.0202
         (2m)

1.05.005.0203
         (3m)

1.05.005.0001
         (1m)
1.05.005.0002
         (2m)
1.05.005.0003
         (3m)

1.02.04.0018
   (with hole)
1.02.04.0019
   (w/o hole)

PMMA one time extrusion profile
1m,2m,3m length, 
Customized length is available 
on request.

6PMMA一次性挤出成型灯槽

标准长度：1米，2米，3米

可按照客户要求长度进行切割

堵头：有孔/无孔

Aluminum profile, 
6063 aluminum material 
anodized or powder coating finished
1m,2m,3m length, 
Customized length is available 
on request.

6063 铝型材

表面处理可做本色氧化，喷粉 

标准长度：1米，2米，3米

可按照客户要求长度进行切割

防水 LED 灯槽

线光源设计，出光均匀柔和, 看不到点光源,

底部出线

防水等级：IP67

抗UV 

应用:

家居,商业需做防水装饰照明

安装方式: 嵌入或固定在表面

建议每米最大负载: 不超过10W/米

可承重16.4kN

Ip67 LED profile

suit for indoor or outdoor light decoration

linear light design , homogeneous and dots free

Installation:  recessed

Cable output: from the bottom or end

IP rating:  IP67 

Maximum 10W/m

UV resistance

Maximum stand weight: 16.4kN
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编   码
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DescrIPtion 
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20.4

35

36.4

堵头

Data数据

AP0501AL3-300

AP0501AL3-600

AP0501AL3-1000

AP0501AL3-1500

300

600

1000

1500

11.8

23.6

39.4

59.0

型   号 

Model Max Power

最大功率(w)

Inch

英寸 (in)

Dimenslons

尺   寸 (mm)

Input Voltage

输 入 电 压( V )

24

24

24

24 15

Installation Wiring Diagram安装接线图

Dimenslons尺   寸 

1.01.04.05.0001

cable from  bottom

底部出线

AP0501AL3-500

AP0501AL3-1200 241200 47.2

500 2419.6

12

10

6

5

3

Customized length is available on request.

LEDs we used are 3step,and CRI>80, CRI>90 is available by order.

可按照客户要求进行工程定制

使用3色阶LED灯珠,光色更匀称。显色超过80。 也可选用CRI 90的灯珠。

2400-6500K色温:  

Color Temperature: 2400-6500K

IP67 LED Profile

97  98  

IP67 Recessed LED Linear Light

A range of continous strip lighting for indoor or outdoor, emitting 
soft, diffused dot-free light.
All models: 
Rating: IP67;  Colour Temperature: 2700K and 3000K;  CRI: >90 
Available in lengths of 500mm and 1000mm and can be ‘ganged up’ 
for longer runs.

24.9

44

20.4

35

LIGRB15W 

24.9

34.2

LIGRB10W 

20.4

     29.8

LIGRA15W

DATA

CODE WATTS p/m MOUNTING Lumens p/m
LIGRA10W 10W Recessed 400

LMIGRB10W 10W Recessed 400

LIGRB15W 15W Recessed or Surface 600

LIGRA15W 15W Recessed or Surface 600

20° 20°

Rotating adjustable bracket

SPECIFICATIONS
CODE WATTS 

p/m
MOUNTING INPUT  

VOLTAGE
LUMENS 

p/m
LIGRA10W 10W Recessed 24V 400

LMIGRB10W 10W Recessed 24V 400

LIGRB15W 15W Recessed or Surface 24V 600

LIGRA15W 15W Recessed or Surface 24V 600



ROUND HALO SPECIFICATIONS
CODE DESCRIPTION DIMENSIONS (mm) WATTS INPUT CUT OUT COLOUR TEMP. IP RATING FINISH
LOWLHALO3W Round halo in-wall light A=Ø60mm B= 59mm 2.6W 700mA Ø37mm 3000K IP65 White

LOWLHALO4W Round halo in-wall light A=Ø90mm B= 39mm 3.7W 24vDC Ø71mm 3000K IP65 White

LOWLHALO7W Round halo in-wall light A=Ø150mm B= 42mm 6.7W 24vDC Ø128mm 3000K IP65 White

SQUARE FOOTLIGHT SPECIFICATIONS
CODE DESCRIPTION DIMENSIONS (mm) WATTS INPUT CUT OUT COLOUR TEMP. IP RATING FINISH
LOWLSQRHAL03W Square halo in-wall light See diagram above 2.8W 24vDC 60 x 60mm 3000K IP65 White/Black

ROUND HALO 

SQUARE FOOTLIGHT

WEDGE FOOTLIGHT

SQUARE FOOTLIGHT SPECIFICATIONS
CODE DESCRIPTION DIMENSIONS (mm) WATTS INPUT CUT OUT COLOUR TEMP. FINISH IP RATING
LOWLW1WWW Wedge footlight light 75(w) x 19(d) x 80(h) 1.2W 350mA N/A 3000K White IP54

LOWL3WWW Wedge footlight light 115(w) x 19(d) x 80(h) 2.6W 700mA N/A 3000K White IP54

11575

80

19 19

80

SLOT IN WALL LIGHTS

SLOT LIGHT SPECIFICATIONS
CODE DESCRIPTION DIMENSIONS (mm) WATTS INPUT CUT OUT COLOUR TEMP. IP RATING FINISH
LWLRNDSLCT3W Round Slot wall light See diagram above 3W 350mA Ø68mm 3000K IP65 White

LWLSQRSLCT3W Square Slot wall light See diagram above 3W 350mA Ø68mm 3000K IP65 White, Black

LWLRNDSLCT3W

LWLSQRSLCT3W

LED Foot Lights

A

B

Black

White

Black

White



LASLSS8WWWDL12V LASLLS8WWWDL12V LASLSB8WWWDL12V LASLLB8WWWDL12V

SPECIFICATIONS
CODE WATTS DIMENSIONS (mm) BEAM ANGLE LUMENS MATERIAL IP Rating INPUT VOLTAGE Replacement bulb
LASLSS8WWWDL12V 8W Ø63 x 111 x 245(stalk) 60� 360 S/Steel IP65 12VDC MR16

LASLLS8WWWDL12V 8W Ø63 x 86 x 476(stalk) 60� 360 S/Steel IP65 12VDC MR16

LASLSB8WWWDL12V 8W Ø60 x 111 x 285(stalk) 60� 360 Aluminium IP65 12VDC MR16

LASLLB8WWWDL12V 8W Ø63 x 86 x 476(stalk) 60� 360 Aluminium IP65 12VDC MR16

LED Above Ground Outdoor Lights -12vDC

90� Tilt / 270�Swivel

ALL MODELS

LED Foot Lights - High Efficiency

WELLINGTON 
WLWELL3WIP54

AUCKLAND 
WLAUCK4WIP54

NAPIER 
WLNAP3WIP54

SPECIFICATIONS
CODE WATTS DIMENSIONS (mm) CRI LUMENS CCT MATERIAL IP Rating INPUT VOLTAGE Colour
WLNAP3WIP54 3W Ø150 x 35 90+ 350 2700K - 6500K Die cast 

aluminium 
wioth acrylic 

diffuser

IP54 24VDC
Charcoal. 

Other colours  
available

WLAUCK4WIP54 4W 90 x 200 x 35 90+ 450 2700K - 6500K IP54 24VDC

WLWELL3WIP54 3W 150 x 150 x 35 90+ 350 2700K - 6500K IP54 24VDC

150

150

35

35

35

200

150

150
90



LED Above Ground Outdoor Lights -24VDC

WATTS MATERIAL INPUT CHIP
3W Aluminium 24VDC OSRAM

 5W,9W, 15W Aluminium 24VDC CREE

Optional Honeycomb filter  
on all models

 2700K       3000K       4000K       6000K

Colour Options

3W 

W

Watts Lumens

L
150-180 IP65

IP

Rating Beam Angles

10˚/20˚/30˚/40˚/60˚

GLST3W(CCT)IP65

GLST3W(CCT)HIP65

 2700K       3000K       4000K       6000K

Colour Options

5W 

W

Watts Lumens

L
350-400 IP65

IP

Rating Beam Angles

25˚/38˚/60˚

GLST5W(CCT)IP65

GLST5W(CCT)HIP65

 2700K       3000K       4000K       6000K

Colour Options

9W 

W

Watts Lumens

L
350-400 IP65

IP

Rating Beam Angles

25˚/38˚/60˚

GLST9W(CCT)IP65

GLST9W(CCT)HIP65

GLST15W(CCT)IP65

GLST15W(CCT)HIP65

 2700K       3000K       4000K       6000K

Colour Options

15W 

W

Watts Lumens

L
1050-1200 IP65

IP

Rating Beam Angles

25˚/38˚/60˚

Silver

Black

Silver

Black

Silver

Black

Silver

Black

210 295

75
Ø42 Ø42

78

210 295

210 295

210 295

Ø63
94

Ø63
128

Ø63
94

Ø63
128

Ø70 124 Ø70
166



WATTS MATERIAL INPUT CHIP
3W Aluminium 24VDC OSRAM

 5W,9W, 15W Aluminium 24VDC CREE

Optional Honeycomb filter  
on all models

 2700K       3000K       4000K       6000K

Colour Options

3W 

W

Watts Lumens

L
150-180 IP65

IP

Rating Beam Angles

10˚/20˚/30˚/40˚/60˚

GLST3W(CCT)IP65

GLST3W(CCT)HIP65

 2700K       3000K       4000K       6000K

Colour Options

5W 

W

Watts Lumens

L
350-400 IP65

IP

Rating Beam Angles

25˚/38˚/60˚

GLST5W(CCT)IP65

GLST5W(CCT)HIP65

 2700K       3000K       4000K       6000K

Colour Options

9W 

W

Watts Lumens

L
350-400 IP65

IP

Rating Beam Angles

25˚/38˚/60˚

GLST9W(CCT)IP65

GLST9W(CCT)HIP65

GLST15W(CCT)IP65

GLST15W(CCT)HIP65

 2700K       3000K       4000K       6000K

Colour Options

15W 

W

Watts Lumens

L
1050-1200 IP65

IP

Rating Beam Angles

25˚/38˚/60˚

Silver

Black

Silver

Black

Silver

Black

Silver

Black

210 295

75
Ø42 Ø42

78

210 295

210 295

210 295

Ø63
94

Ø63
128

Ø63
94

Ø63
128

Ø70 124 Ø70
166

LED Garden Spot Lights - Plate Mounted - 24VDC

WATTS MATERIAL INPUT CHIP

3W Aluminium 24VDC OSRAM

 5W,9W, 15W Aluminium 24VDC CREE

 2700K       3000K       4000K       6000K

Colour Options

 2700K       3000K       4000K       6000K

Colour Options

 2700K       3000K       4000K       6000K

Colour Options

 2700K       3000K       4000K        6000K

Colour Options

 2700K       3000K       4000K       6000K

Colour Options

 2700K       3000K       4000K       6000K

Colour Options

3W 
5W 

W

3W 
5W

W

9W

W

Watts

Watts

Watts

9W

W

Watts

15W

W

Watts

15W

W

Watts

85

75Ø42

85

78Ø42

85

94Ø63

60

85

128
Ø63

60

85

124Ø70

85

166
Ø70

60

60

Lumens

L
150-180

Lumens

L
150-180

Lumens

L
350-400
630-720

Lumens

L
350-400
630-720

Lumens

L
1050-1200

Lumens

L
1050-1200

IP65

IP

Rating

IP65

IP

Rating

IP65

IP

Rating

IP65

IP

Rating

IP65

IP

Rating

IP65

IP

Rating

Beam Angles

10˚/20˚/30˚/40˚/60˚

Beam Angles

10˚/20˚/30˚/40˚/60˚

Beam Angles

25˚/38˚/60˚

Beam Angles

25˚/38˚/60˚

Beam Angles

25˚/38˚/60˚

Beam Angles

25˚/38˚/60˚

GLS3W(CCT)IP65

GLS3W(CCT)HIP65

GLS15W(CCT)HIP65

GLS15W(CCT)IP65

GLS5W(CCT)HIP65 
GLS9W(CCT)HIP65

GLS5W(CCT)IP65 
GLS9W(CCT)IP65

Silver

Black

Silver

Black

Silver

Black

Silver

Black

Silver

Black

Silver

Black

Optional Honeycomb filter  
on all models



LED On Wall Outdoor Lights

SPECIFICATIONS

CODE POWER LUMENS MATERIAL DIMENSIONS(mm) RATING COLOUR TEMP.
INPUT  

VOLTAGE
BEAM  

ANGLE

WLGAR2X6WIP54 2 x 6W 900 Aluminium 170 x 90 x 30 IP54 3000K  Other CCT available 240V 120�

LOWLUD2X8W 2 x 8W 760 S/Steel 304 208 x 90 IP65 2700/4000K 240V/12V 60�

LOWLD1X8W 8W 380 Alum/S.Steel or copper Housing:110 x Ø62.5 IP66 2700/4000K 240V/12V 60�

LOWLDA2X8W 2 X 8W 760 Alum/S.Steel or copper Housing:110 x Ø62.5 IP66 2700/4000K 240V/12V 60�

LOWLDF8W 8W 380 Aluminium L:107 x W:115 x D:147mm IP44 2700/4000K 240V 60�

LOWLD1X8W 
Tubular surface mounted 

Single adjustable

LOWLDA2X8W 
Tubular surface mounted 

Double adjustable

LOWLUD2X8W 
Tubular surface mounted 

Up/Down

WLGAR2X6WIP54 (GARDA) 
Surface mounted 

Fixed

LOWLDF8W 
Surface mounted 

Fixed

Black

White

Stainless steel

Anodised aluminium

Copper

Black

White

Stainless steel

Anodised aluminium

Copper

Rustic Brown

Dark Grey

Black

White

Stainless steel

Anodised aluminium

Copper

Rustic Brown

Dark Grey

Black

Stainless steel

Black

White



Black

White

Stainless steel

Anodised aluminium

Copper

Rustic Brown

Dark Grey

LED On Wall Outdoor Lights

SPECIFICATIONS

CODE POWER LUMENS MATERIAL DIMENSIONS(mm) RATING COLOUR TEMP. BEAM 
ANGLE

INPUT  
VOLTAGE

OWELETRA 2 x 3W 530 Aluminium 170 x 90 x 30 IP54 2700K/3000K 36� 240V

OBONUCCI 2 x 5W 750 Aluminium 60 x 230 IP65 2700K/3000K 36� 240V

WLMICHIGAN 8W 380 Aluminium 90 x 180 IP66 3000K  Other CCT available 60� 240V

WLGENISIS 2 x 6W 900 Aluminium + Glass 95 x 135 IP54 3000K  Other CCT available 60� 240V

OWELETRA (Black) 
Surface mounted 

Fixed

OWBONUCCI 
Surface mounted 

Fixed

WLGENISIS 
Surface mounted 

Fixed

Black

White

WLMICHIGAN 
Surface mounted 

Fixed

Black

White

Black

White

90

180

95

135

106

240

60

230



LED FLOOD LIGHTS

FLHYUN20W 
20W LED

FLHYUN50W 
50W LEDE

• Waterproof, warm white floodlight
• Supplied with 1m flexible cable - Simple ‘‘plug and play
• IP65 rated

SPECIFICATIONS
CODE DESCRIPTION DIMENSIONS (mm) WATTS LUMENS COLOUR TEMP. INPUT VOLTAGE IP Rating

FLHYUN20W Outdoor floodlight 190 x 45 x 215 20 1800 3000K 240VDC IP65

FLHYUN50W Outdoor floodlight 235 x 450 x 245 50 4500 3000K 240VDC IP65

LED Antique Finish Outdoor Lighting 

BRASSUP/DOWN 

WATTS COLOUR TEMP. LUMENS RATING

2 x 5 2700K 2 x 450 IP65

Solid brass with antique finish

Ø60

210

22

Ø68

 BRASSUP/DOWN



LED Antique Finish Outdoor Lighting 

BRASSUP/DOWN 

WATTS COLOUR TEMP. LUMENS RATING

2 x 5 2700K 2 x 450 IP65

Solid brass with antique finish

Ø60

210

22

Ø68

 BRASSUP/DOWN

LED Antique Finish Outdoor Lighting 

BRASSUP/DOWN 

WATTS COLOUR TEMP. LUMENS RATING

2 x 5 2700K 2 x 450 IP65

Solid brass with antique finish

Ø60

210

22

Ø68

 BRASSUP/DOWN

LED ANTIQUE FINISH OUTDOOR LIGHTING



Ø60

110
22

Ø68

90° Tilt / 270° Swivel

90° Tilt / 270° Swivel

Ø60 Ø60

Ø100

20

110

 BRASSSINGLE

 BRASSTWIN

BRASSSINGLE

WATTS COLOUR TEMP. LUMENS RATING

5 2700K 450 IP65

Solid brass with antique finish

BRASSTWIN

WATTS COLOUR TEMP. LUMENS RATING

2 x 5 2700K 2 x 450 IP65

Solid brass with antique finish

Ø80

41

80 14

60

CLAMM

FYRBOX/L

CLAMM

WATTS COLOUR TEMP LUMENS RATING

3.5 2700K 300 IP54

12V DC  
Heavy duty antique brass

FYRBOX/L

WATTS COLOUR TEMP LUMENS RATING

3 3000K 240 IP65

12VDC
Solid, antique brass

FYRBOX/P

WATTS COLOUR TEMP LUMENS RATING

2x 3W 3000K 2 x 240 IP65

12VDC
Solid, antique brass

FYRBOX/P

120

14

40



Ø60

110
22

Ø68

90° Tilt / 270° Swivel

90° Tilt / 270° Swivel

Ø60 Ø60

Ø100

20

110

 BRASSSINGLE

 BRASSTWIN

BRASSSINGLE

WATTS COLOUR TEMP. LUMENS RATING

5 2700K 450 IP65

Solid brass with antique finish

BRASSTWIN

WATTS COLOUR TEMP. LUMENS RATING

2 x 5 2700K 2 x 450 IP65

Solid brass with antique finish

Ø80

41

80 14

60

CLAMM

FYRBOX/L

CLAMM

WATTS COLOUR TEMP LUMENS RATING

3.5 2700K 300 IP54

12V DC  
Heavy duty antique brass

FYRBOX/L

WATTS COLOUR TEMP LUMENS RATING

3 3000K 240 IP65

12VDC
Solid, antique brass

FYRBOX/P

WATTS COLOUR TEMP LUMENS RATING

2x 3W 3000K 2 x 240 IP65

12VDC
Solid, antique brass

FYRBOX/P

120

14

40

400

200 110

110

80

COACHMAN

NAUTILUS

COACHMAN

LAMP WATT LUMENS RATING

A60 /  
Edison 

teardrop
6W 600 IP54

A classically designed antique brass  wall sconce, this 
piece adds a sense of simplicity to your room whilst 

maintaining its style.

NAUTILUS

LAMP WATT LUMENS RATING

GU10 5W 450 IP54

2700K 
Made from solid antique brass

BUNKAR

BUNKAR

LAMP WATT LUMENS RATING

G45
E27 LED

5W 400 IP54

2700K 
Made from solid antique brass

220

220



TecLed Pty Ltd
Unit 4, 61 - 71 Beauchamp Road, Matraville NSW 2036
Telephone: (02) 9317 4177   Facsimile: (02) 9317 3544
Email: sales@tecled.com.au

Ø58

143
133

Ø59

168

600

225

200

60

25

305/381/457

225

PATHWEI STALC

LUMINATOR LUMINATORI

LOOVERLIGHT

LIGHTBAR

STALC

WATTS COLOUR TEMP. LUMENS RATING

7 3000K 500 IP54

12VDC  
Antique Bronze finish

PATHWEI

WATTS COLOUR TEMP. LUMENS RATING

3.5 2700K 300 IP54

12VDC 
Antique Brass finish

LUMINATOR

WATTS COLOUR TEMP. LUMENS RATING

5 2700K 450 IP65

12VDC   Weathered bronze

LUMINATORI

WATTS COLOUR TEMP. LUMENS RATING

5 2700K 450 IP65

12VDC  Weathered bronze

226

75

10.2

LOOVERLITE (2 sizes)

WATTS COLOUR TEMP. LUMENS RATING

4 2700K 75 IP65

12VDC  Weathered bronze

176

75

19 LIGHTBAR

WATTS COLOUR TEMP. LUMENS RATING

1.25 2700K 60 IP65

12VDC   Weathered bronze

75

114 10.2

Optional 

225mm spike

Optional  

305mm extension rod





TecLed Pty Ltd
Unit 4, 61 - 71 Beauchamp Road, Matraville NSW 2036

Telephone: (02) 9317 4177   Facsimile: (02) 9317 3544
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