
LED Rigid In Ground Lighting



TecLed Pty Ltd
Unit 4, 61 - 71 Beauchamp Road, Matraville NSW 2036
Telephone: (02) 9317 4177   Facsimile: (02) 9317 3544

Email: sales@tecled.com.au

TecLed introduces its range of continous rigid strip lighting for indoor or outdoor applications. This option emitts a soft, 
diffused dot-free light and offers a robust, waterproof lighting solution for paths and walkways. May be surface or recessed 
mounted and is available in lengths of 300mm, 500mm and 1000mm and can be ganged-up for longer runs.  
LED component housed in anodised aluminium extrusion.

LED Rigid In Ground Lighting (24V)
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Watts per metre:  
IP Rating: 
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TLRGA10 
10   
67 
2400 - 6500K 
20.2 x 16.2
300, 500, 1000

TLRGB10 
10  
67 
2400 - 6500K 
20.4 x 35 
300, 500, 1000

TLRGC10. 
10   
67 
2400 - 6500K 
20.4 x 29.8 
300, 500, 1000

TLRGA15 
15   
67 
2400 - 6500K 
24.7 x 20.7 
300, 500, 1000

TLRGB15 
15   
67 
2400 - 6500K 
24.9 x 44 
300, 500, 1000

TLRGC15 
15  
67 
2400 - 6500K 
24.9 x 34.2 
300, 500, 1000

TLRGA20 
20
67 
2400 - 6500K 
55.6 x 63.7 
300, 500, 1000

TLRGB20 
20 
67 
2400 - 6500K 
30.6 x 45 
300, 500, 1000
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